We are certified to Groups IA, IIA, and IV of welding specification AWS D17.1.

Group IA
Carbon and Alloy Steels:

· Wrought Carbon Steel (bar, sheet, plate, and shapes):  A36, A53, A106, A131, A139, A284, A441, A515, A516, A570, A572, A588, and the AISI carbon steels with a nominal carbon of 0.40 weight percent or less (1005-1040).

· Cast Carbon Steels:  A216, A352, A389, A487.

· Cast Low Alloy Steels:  A217, A389, A487.

· Heat Treatable Carbon and Low Alloy Structural Steel:  A514, A517, A537, A633.

· High Strength Boiler Plate and Forgings:  A302, A508, A533.

· Ultra High Strength Steels:  18 Ni Maraging steels, 9 Ni – 4 Co steels.

Group IIA
Stainless Steels:

· Austenitic Stainless Steels:  201, 202, 301, 302, 303, 304, 308, 309, 310, 316, 317, 321, 330, 347, 348, 19-9DL, 19-9DX, 21-6-9.

· Ferritic Stainless Steels:  405, 406, 409, 429, 430, 434, 436, 439, 441, 442, 446.

· Martensitic Stainless Steels:  403, 410, 414, 416, 420, 422, 431, 440.

Group IV
Non Heat Treatable Aluminum Alloys:

· 1060, 1100, 3003, 3004, 5052, 5083, 5086, 5154, 5254, 5454, 5456, 5652.

Heat Treatable Aluminum Alloys:

· 355, 356, 357, 2014, 2219, 6061, 6063.

NOTE:
Welding specification AWS D17.1 supersedes MIL-STD-1595A and MIL-STD-2219 welding specifications.  

